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1.

THE INTENT OF THIS PLAN IS TO SHOW THE EXISTING CONDITIONS ON LOT 50 DEPICTED HEREON TAX MAP 220.
2. ZONING DISTRICT: REGIONAL umu}:m:AL
LOT AREA MINIMUM = 40,000
LOT FRONTAGE MINIMUM = zou
BUILDING SETBACKS (MINIMUM):
FRONT SETBACK = 75' ALONG RTE 125, 40 ALONG TOLEND ROAD
SIDE SETBACK = 30'
REAR SETBACK = 30'
WETLAND SETBACK = 50'
MAX. BUILDING HEIGHT = 40'
MAX. LOT COVERAGE = 50%

VEL3S LNOMd SL

THE UTILTY LOCATIONS SHOWN HEREON WERE DETERMINED BY OBSERVED ABOVE GROUND EVIDENCE AND SHOULD BE
cmsnenm APPRD)GMATE IN I.OGA'HCN ONLY. LOCATICN, DEPTH, SIZE, TYPE, EXISTENCE OR NWEIISIENGE or
UNDERGROUND U 'OR UNDERGROUND STORAGE TANKS WAS NOT VERIFIED BY THIS SUR TRACTORS
SHOULD NOTIFY IN IRI'IING ALL UTIUTY COMPANIES AND GOVERNMENT AGENCIES PRIOR TO ANY EXCAVAYIDN mﬁk OR CALL
DIG-SAFE AT 1-B88-DIG-SAFE.

THE SUBJECT PARCEL IS NOT WITHIN AN AREA HAVING A ZONE DESIGNATION BY THE FEDERAL EMERGENCY MANAGEMENT

AGENCY (FEMA), ON FLOOD NHJRANCE RATE MAP HO. EFFECTIVE DATE OF SEPTEMBER 30, 2015, FOR
COMMUNITY PANEL NO, 305 OF 405,

33017CO30SE,
1 N STRAFFORD COUNTY, STATE OF NEW HAMPSHIRE, WHICH IS THE CURRENT FLOOD
3410 SF. * : ) INSURANCE RATE UAP FOR GOMMUNITY 4 WHIGH SAID PRIVISES 15 STUATED,
POSTS FOR PREVIOUS = -
OUTDOOR ARCHERY
RANGE (TYP.)

5. BASIS OF BEARING: HORIZONTAL — PLAN REF #1 . VERTICAL — ASSUMED,

0%

224.89"
o

CERTAIN DATA HEREON MAY VARY FROM RECORDED DATA DUE TO DIFFERENCES IN DECUNATION, ORIENTATION, AND METHODS
OF MEASUREMENT.

7. ALL BOOK AND PAGE NUMBERS REFER TO THE STRAFFORD COUNTY REGISTRY OF DEEDS. TAX MAP AND LOT NUMBERS ARE
BASED ON TOWN OF BARRINGTON TAX RECORDS AND ARE SUBJECT TO CHANGE.

RESEARCH WAS PERFORMED AT THE TOWN OF BARRINGTON ASSESSOR'S OFFICE AND THE STRAFFORD COUNTY REGISTRY OF

9. THIS SURVEY IS NOT A CERTIFICATION TO OWNERSHIP OR TITLE OF LANDS ICES ARE
MATTERS OF TITLE EXAMINATION NOT OF A BOUNDARY SURVEY, THE INTENT OF THIS PLAN IS TO RETRACE THE BOUNDARY

UNES OF DEEDS REFERENCED HEREON. OWNERSHIP OF ADJOINING PROPERTIES IS ACCORDING TO Asxms RECORDS. THIS
PLAN MAY OR MAY NOT INDICATE ALL ENCUMERANCES EXPRESSED, IMPLIED OR PRESCRIPTIVE.

10. ANY USE OF THIS PLAN AND OR G DESCRIPTIONS SHOULD BE DONE WTH LEGAL COUNSEL, TO BE CERTAIN

ACCOMPANYIN
THAT TITLES ARE CLEAR, THAT INFORMATION IS CURRENT, AND THAT ANY NECESSARY CERTIFICATES ARE IN PLACE FOR A
PARTICULAR CONVEYANCE, OR OTHER USES.
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©) THE CORPS OF ENGINEERS FEDERAL MANUAL FOR IDENTIFYING AND DELINEATING JURISDICTIONAL WETLANDS,
TWIN ",
14X12 PINE °,

b) THE NORTH CENTRAL & NORTHEAST REGIONAL SUPPLEMENT TO THE FEDERAL MANUAL.

¢) THE CURRENT VERSION OF THE FIELD INDICATORS FOR IDENTIFYING HYDRIC SOILS IN NEW ENGLAND, AS PUBLISHED
BY THE NEW ENGLAND INTERSTATE WATER POLLUTION CONTROL COMMISSION AND/OR THE CURRENT VERSION OF
| THE FIELDA%DHMTWS OF HYDRIC SOILS IN THE UNITED STATES, AS PUBUSHED BY THE USDA, NRCS, AS

o ! . TANK . el [ / ) | d) THE CURRENT NATIONAL LIST OF PLANT SPECES THAT OCCUR IN WETLANDS, AS PUBLISHED BY THE US FISH AND
) : 12 PN e 10X12IN TWIN PINE e - S T — Ao & i i
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13IN PINE_——" —_— LGN PINE __1SIN PINE __ZE SR o : e\ . SETBACK (TYP.,
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\ DEMOLITION NOTES:

1. THIS PLAN IS INTENDED TO PROVIDE MINIMUM GUIDELINES FOR SITE DEMOLITION.
\ IT SHOULD BE NOTED THAT ALL MANMADE FEATURES, PAVEMENT, SIGNS,
Ccui G, CONCRETE WALKS, UTILITIES, ETC., SHALL BE REMOVED AS
THERWMSE NOTED TO REMAIN.
% GUCHOUT THE CONSTRUCTION PROCESS, THE CONTRACTOR SHALL INFORM
THE ENGINEER IMMEDIATELY OF ANY FIELD DISCREPANCIES FROM DATA AS
\ ] SHOWN ON DESIGN PLANS, THIS INCLUDES ANY UNFORESEEN CONDITIONS,
SUBSURFACE OR OTHERWSE FOR EVALUATION AND RECOMMENDATIONS. ANY
GCN?RA.DICUDN BETWEEN ITEMS OF THIS PLAN/PLAN SET, OR BETWEEN THE
PLANS ON-SITE CONDITIONS MUST BE RESOLVED BEFORE RELATED
GMSIRUCT!ON HAS BEEN INITIATED.

—

PAVED

EXISTING AND {
PROPOSED

TREELINES TO

BE REMOVED
(TvR.)

e

~~ UTIUTY POLE TO.

BE REMOVED

16IN PINE___15IN PINE
BX7XTIN. TN PINE
TRIP, .PINE

11IN PINE

15IN PINE

PINE

11IN PINE

AND PUMP TANK

SINGLE STORY WOODEN STR

UCTURE
FINISH FLOOR = 200.7' (BENCHMARK)
3410 SiF.

2. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR IS REQUIRED TO
HAVE THE PROJECT LAND SURVEYOR STAKE OR FLAG CLEARING LIMITS. A
MINIMUM OF 48 HOURS NOTICE IS REQUIRED.

ALL EXISTING S‘I'RUCTURE VMHEN THE CDNSTRUGTIDN AREA, UNLESS
OTHERWISE NOTED TO SH, REMOVED AND DISPOSED OF OFF—SITE
IN ACCORDANCE WITH Al.L LDCAL. STATE AND FEDERAL GUIDEUINES. ANY
BURNING ON-SITE SHALL BE SUBJECT TO LOCAL ORDINANCES.

CONDITIONERS  **

LOCATION OF NEWLY
INSTALLED PROPANE
TANK

l\ APPROXIMATE

4. ALL CURBING, CONCRETE, PAVEMENT, BUILDINGS AND SUBBASE MATERIALS
I LOCATED WITHIN PROPOSED LANDSCAPEE AREAS SHALL BE REMOVED AND
REPLACED WITH LOAM MATERIALS SUITABLE FOR LANDSCAPING IN ACCORDANCE
I WITH TECHNICAL SPECIFICATIONS. (SEE ALSO LANDSCAPE PLAN).

-
1 . “TR " AND D!
50' WETLAND SETBACK (TYP.) 5. SITLAIDSTARE TLAN TR “TREER. 0 BE SAVED" A0 DETALS ASSOCARED
6. THE CONTRACTOR SHALL OBTAIN TREE CLEARING PERMIT FROM LOCAL AND
STATE AUTHORITIES PRIOR TO START OF CONSTRUCTION (IF REQUIRED).

W 12: l
: s !
\ o 7. IN AREAS WHERE CONSTRUCTION IS PROPOSED ADJACENT TO ABUTTING
| PROPERTIES, THE CONTRACTOR SHALL INSTALL ORANGE CONSTRUCTION FENCING
. ALONG PROPERTY LINES IN ALL AREAS WHERE SILT FENCING IS NOT REQUIRED.
\ 8.

EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE INSTALLED PRIOR
TO CONSTRUCTION AND ANY EARTH MOVING OPERATIONS. SILT FENCE SHALL BE
INSTALLED AT THE LIMITS OF IMPACT AREAS ACCORDING TO THE DETAILS
SHOWN ON SHEET EI.

9. EXCAVATED MATERIALS WILL BE PLACED WITHIN UPLAND AREAS AS
MATE?IAL OR HAULED OFF-SITE FOR DISPOSAL IN AN APPROPRIATE UPLANIJ

- =5

= 30' SIDE
SETBACK (TYP.

EXISTIN
CHAIN LINK
FENCE

3/12/2015 3

GRAPHIC SCALE

20 0 w0 m w0 ea

( IN FEET )
1 inch = 20 fuL

TOTAL LOT AREA
87,207 SQ. FT. =
2.00 ACRES +
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PLANNING BOARD APPROVAL BLOCK

NH ROUTE 125
VARIABLE WIDTH
PUBLIC RIGHT—OF =WAY e e

"NORTH 125 \
/ e \
— \
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—
& a &
LAWN /
*6"NHHD PROPOSED BLACK —~
SONSEETE WIRE FENCE - :
ou o . S N
BPoSEp 02 : i - : B &&?%\\

" - " = \ RIVER
5/8" IRON REBAR N \

2. ZONING DISTRICT: REGIONAL COMMERCIAL
\ LOT AREA MINMUM = 40,000 SF
LOT FRONTAGE MINIMUM = 200°

TO BE ACCESSIBLE

T T
] | | L
- §§ = EXPOSED 0.1'
< @ DISTURBED
DISPLAY AREA 1 NE ’ . LOCUS scaLE: 17=2500
WITH GRASS k] o | N
s z g . - o SITE NOTES:
g IVER )
S EARMNG SoAGE 70 I 1. THE INTENT OF THIS PLAN IS TO SHOW THE BUILD OUT OF THE VESTED PREVIOUSLY APPROVED
CONCRETE WALK '_ ANDICAP SPACE BULDING FOR RECREATIONAL VEHICLE SALES, PARTS & SERWICE, AND A NEWLY PROPOSED 5,000 S.F.
: SITE.
ELSTG SUBECT 1O PROPOSED 7' g STRIPE PARKING SPACE S N .
PAVED WIDE SIGN

mm_w“ OHANGE\
IVEWAY
BUILDING SETBACKS (MINIMUM):
4 FRONT SETBACK = 75' ALONG RTE 125, 40' ALONG TOLEND ROAD
\ i - SIDE SETBACK = 30'
REAR SETBACK = 30'
- WETLAND SETBACK = 50'
z MAX. BUILDING HEIGHT = 40'
MAX, LOT COVERAGE = 50%
\ EXSTING LOT COVERAGE = 23,810 SF. = 27.3%
PROPOSED LOT COVERAGE = 34,900 SF. = 40.0%

PARKING CALCULATIONS:

RETAIL: 1 SPACE REQUIRED PER 250 SF.

5,000 S.F. RETAL / 250 S.F. = 20 SPACES REQUIRED

L REPAIR SERVICE: 1 SPACE REQUIRED PER 600 S.F.

\ 3,000 S.F. REPAR SERVCE / 600 SF. = 5 SPACES REQUIRED
s OFFICE: 1 SPACE REQUIRED PER 300 S.F.

410 S.F. OFFICE / 300 SF. = 2 SPACES REQUIRED

2045+2 = 27 SPACES REQUIRED

27 SPACES PROVIDED

4 THIS PLAN SET HAS BEEN PREPARED BY JONES & BEACH ENGINEERS, INC., FOR MUNICIPAL AND
STATE APPROVALS AND FOR CONSTRUCTION BASED ON DATA OBTAINED FROM ON-SITE FIELD SURVEY
AND EXISTING MUNICIPAL RECORDS. THROUGHOUT THE CONSTRUCTION PROCESS, THE CONTRACTOR
SHALL INFORM THE ENGINEER (MMEDIATELY OF ANY FIELD DISCREPANCY FROM DATA AS SHOWN ON
THE DESIGN PLANS, INCLUDING ANY UNFORESEEN CONDITIONS, SUBSURFACE OR OTHERWISE, FOR
EVALUATION AND RECOMMENDATIONS. ANY CONTRADICTION BETWEEN ITEMS ON THIS PLAN/PLAN SET,
OR BETWEEN THE PLANS AND ON-SITE CONDITIONS, MUST BE RESOLVED BEFORE RELATED
CONSTRUCTION HAS BEEN INITIATED. CONTRACTOR TO ALWAYS CONTACT DIG SAFE PRIOR TO DIGGING
ONSITE OR OFFSITE TO ENSURE SAFETY AND OBEY THE LAW.

5. ALL CONSTRUCTION SHALL CONFORM TO TOWN STANDARDS AND REGULATIONS, AND NHDOT STANDARD
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, WHICHEVER IS MORE STRINGENT.

6. LANDOWNERS ARE RESPONSIELE FOR COMPLYING WITH ALL APPLICABLE LOCAL, STATE AND FEDERAL

:

A NO_SNOW
STORAGE IN =
DISPLAY AREAS E
(Tve.)

13
O
ey )

. 7ZcolERT BfsTiG

" PARKING SPACE TD7-—\ g

HANDICAP SPACE

L~
o

/ SINGLE STORY WOODEN STRUCTURE
DISPLAY AREA LOCATION OF FINISH FLOOR ;41200%1; (BENCHMARK)

ON LAWN / FRONT DOOR
GATE IN FENCE s APPROVED GRANDFATHERED

AT DRIVEWAY / ) ADDITION (5,000 S.F.)

(UNDER CONSTRUCTION)
STONE DRIP EDGE
/ SEE SHEET C3

AND D1 FOR LOCATION OF
SPECIFICATIONS SCANON O

-
S0 WETLAND SETBACK [TYP.)-—l

224.89'

—— S44'59'26"E

.\. )

- "TEXISTING ONE-WAY
-, GRAVEL DRVE -~

PROPOSED 5,000 S.F.
COLD STORAGE
WAREHOUSE BUILDING

9. ALL CONSTRUCTION ACTIVITIES SHALL CONFORM TO LABOR OCCUPATIONAL SAFETY AND HEALTH
ADMINISTRATION (OSHA) RULES AND REGULATIONS.

10. ALL WASTE OIL, ENGINE FLUIDS, AND GASOLINE 70 BE STORED WITHIN SERVICE BUILDING IN SMALL
QUANTITIES AND DISPOSED OF THROUGH LICENSED HANDLERS.

11. SNOW TO BE STORED AT EDGE OF PAVEMENT IN AREAS SHOWN ON THE PLANS, OR TRUCKED OFFSITE

| WETLAND REGULATIONS, INCLUDING PERMITTING REQUIRED UNDER THESE REGULATIONS.
! il SNOW. 7. AL PROPOSED SIGNAGE SHALL CONFORM WATH THE TOWN ZONING REGULATIONS, UNLESS A VARIANCE
} STORAGE IS OTHERWISE REQUESTED.
AREA
i PROPOSED UNSCREENED B. ALL PARKING STALLS SHALL BE SEPARATED USING 4" WIDE SOLID STRIPES. STRIPING SHALL HAVE
| SIX-YARD DUMPSTER ON TWO COATS OF PAINT, ALKYD BASIN SYNTHETIC RESIN, FEDERAL SPECIICATION TTP-115 TYPE 1, IN
: 10'X10' CONCRETE PAD A COLOR OF WHITE.
\
I
I
1

/1' DVERHANGS \
I N

™~ T0 AN APPROVED SNOW DUMPING LOCATION.
ﬁ__ 12. HOURS OF OPERATION FOR MOTOR SPORTS BUSINESS:
- ———— — — — — — — M i
TAX MAP 220, LOT 60 FENCE TO CONTINUE ALONG CLOSED SUNDAY AND MONDAY
WAYNE & JENNIFER BRULOTTE SIDE PROPERTY LINE AND
66 CATE RD. END WHERE TREELINE IS 13. BUSINESS AND STORAGE BUILDING TO HAVE FIRE ALARMS. STORED ITEMS IN WAREHOUSE NOT TO
BARRINGTON, NH 03825 %ﬁuﬁ'ﬂg*a;oﬂ SAFWE-D EXCEED 12' IN HEIGHT.
il o 71 CALEF HWY. CERTIFICATION:
“ BARRINGTON, NH 03825
ey & o R - - S e — S - - — - - - i - = I CERTIFY THAT THIS PLAT WAS PREPARED UNDER M DIRECT SUER
by RESULT OF A Fi VEY,BY-THIS OFFICE, AND"HAS AN UNAD. LINEAR
o R CLOSURE THAT “BOTH “THE MNIMUM OF 1:10,000 A5 D SEeT
\ /8" IRON REBAR TAX MAP 220, LOT 51 NORWAYS PLANS NEW HAMPSHIRE OF ADMINISTRATIVE RULES” AR IMOM OF 1:15,
\ \ EXPOSED 0.1° GENERAL LEGEND PUREZA & MANUEL MARTINEZ LS 729 SECTION 4.2 OF THE WHLSA. ETHICS AND STANDARDS.
\ \\ LUBROCK, T 79425 TS SURVEY CONFDRUS T0 X g&mns CONDITION 1 SURVEY AS DEFINED IN SECTION 4.1
R e TAX MAP 220, LOT 28
) o el i :’E:“;‘:‘ﬁ;"‘;:;‘”““ GG ADDITIONAL ABUTTERS: MLINER FAMLY LVNG TRUST
. JR & SUSAN
TREE LINE MILTNER,
GRAPHIC SCALE e i DouBLE PosT S GRAVEL TAX MAP 220, LOT 3 500, FIGKEAINS RD.
0 o 10 2 w0 o : ~  MINOR CONTOUR WELL DARYL LANDRY ROCHESTER, NH 03867
———— OHE OVERHEAD ELECTRIC FRESHWATER WETLANDS LINE a Agg GRTEENH‘LL RD.
o IRON PIPE/RON ROD i TREES i AHD BUSHER el B3R TAXMAPZ20, LOT 284
Py — > e o imm—— FRESHWATER WETLANDS FAA INVESTMENT PROPERTIES
Linch - 20 1t ence oF paveuent % 0 il BARRINGTOR, NH 03 TOTAL LOT AREA
———UGE———  UNDERGROUND ELECTRIC ~ <— WATER GATE M, NH 03825
o o0 FmNcE W WATER ST G —Fe0TSO.FT.E DAVID M. COLLIER, LLS 892 DATE:
) SINGLE GRATE CATCH BASIN 200 ACRES + ON BEHALF OF JONES & BEACH ENGINEERS, INC.
205!9!1: JAch Igg\; :JSM w: 13':?.'20 1. o %, — Designed and Produced in NH i e SITE PLAN DRAWING No.
[Checked: JAC | Scale: AS! = e A “‘O'ED i 20668. % ‘;\‘ 3 | a/ee/e1 REVISED PER ENGINEERING COMMENTS DJM J & B h E . I i TAX MAP 220 LOT 50
Drawing Name: 20856-PLAN. 28
THIS PLAN SHALL NOT BE MODIFIED WITHOUT WRITTEN = L |2 fanuz REVISED PER PLANNING BOARD COMMENTS | DJM_| o B ones €ac ngineers, Inc. Project: VENTURE POWERSPORTS 2
PERMISSION FROM JONES B BEAGH ENGINEERS, INC. (JBE). e I 2 ISSUED FOR REVIEW DJM — . : : : ' 7 TOLEND ROAD, BARRINGTON, NH
ANY ALTERATIONS, AUTHORIZED OR OTHERWISE, SHALL BE L s [0 [wzom ISSUED CONCEPT TO GLIENT DIM i pimeadas Civil Engineering Services e SEH AND SON_LLC : e
AT THE USER'S SOLE RISK AND WITHOUT LIABILITY TO JBE. § REV. | DATE REVISION BY Strathamn, NH 03885 E-MAIL: JBE@JONESANDBEAGH.COM Owner of Recard: 17 DUDLEY ROAD, BRENTWOOD, NH 03833 BK 4855 PG 0723 JBE PROJECT NO. 20856.1
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GRADING AND DRAINAGE NOTES:

1 UNﬂERGRMD FACILITIB. UTILITIES AND STRUCTURES HAVE BEEN PLOTTED FROM FIELD OBSERVA
LOCATION M CONSIDERED APPROXIMATE ONLY. NEITHER JONES & BEACH ENGINEERS, 1NC NDR
AMY DF THEIR EHPLDY& TAKE RESPONSIBILITY FOR THE LOCATION OF ANY UNDERGROUND STRUCTURES
AND/OR UTILTIES NOT SHOWN THAT MAY EXIST. IT IS THE RESPONSIBIUTY OF THE CONTRACTOR TO HAVE
ALL UNDERGROUND STRUCTURES AND/CR UTILITIES LOCATED PRIOR TO EXCAVATION WORK BY CALLING
BBB-DIG—SAFE (BBB-344—7233)

2. ALL BENCHMARKS AND TOPOGRAPHY SHOULD BE FIELD VERIFIED BY THE CONTRACTOR.

3. SITE GRADING SHALL NOT PROCEED UNTIL EROSION CONTROL MEASURES HAVE BEEN INSTALLED. SEE
CONSTRUCTION SEQUENCE ON SHEET E1.

4. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR IS REQUIRED TO HAVE THE PROJECT'S LAND
SURVEYOR STAKE OR FLAG CLEARING LIMITS. A MINIMUM OF 48 HOURS NOTICE IS REQUIRED.

NH ROUTE 120
VARIABLE WIDTH
PUBLIC RIGHT—-OF—WAY ) . e aiee e S - e

5. ALL SWALES AND ANY SLOPES GREATER THAN 3:1 SHALL BE STABILIZED WITH NORTH AMERICAN GREEN S75
EROSION CONTROL BLANKETS (OR AN EQUIVALENT APPROVED IN WRITING BY THE ENGINEER), UNLESS
OTHERWISE SPECIFIED.

6. SEE SHEET D1 FOR DRAINAGE DETAILS.

7. IMMEDIATELY APPLY AND COMPACT STONE BASE FOR BUILDING PAD TO +/—J§' PRICR TO EXCAVATING
INTERIOR AND PERIMETER FOOTINGS.

B. IN AREAS WHERE CONSTRUCTION IS PROPQSED ADJACENT TO ABUTTING PROPERTIES, THE CONTRACTOR
gi?‘lbl:rllisl'ﬂ.l. ORANGE CONSTRUCTION FENCING ALONG PROPERTY LINES IN ALL AREAS WHERE SILT FENCING

9. LAND DlS'I'l.l‘RSING ACTIVITIES SHALL NOT COMMENCE UNTIL APPROVAL TO DO SO HAS BEEN RECEIVED BY ALL]
GOVERNING AUTHORITIES. THE GENERAL CONTRACTOR SHALL STRICTLY ADHERE TO THE EPA SWPPP DURING
CONSTRUCTION OPERATIONS.

10. NO LAND CLEARING OR GRADING SHALL BEGIN UNTIL ALL EROSION CONTROL MEASURES HAVE BEEN
INSTALLED.

11.  ALL EXPOSED AREAS SHALL BE SEEDED AS SPECIFIED WITHIN 3 DAYS OF FINAL GRADING.
12 SHOULD CONSTRUCTION STOP FOR LONGER THAN 3 DAYS, THE SITE SHALL BE SEEDED AS SPECIFIED.

\ 13. MAINTAIN EROSION CONTROL MEASURES AFTER EACH RAIN EVENT OF 0.5° OR GREATER IN A 24 HOUR
' i o 3 PERIOD AND AT LEAST ONCE A WEEK.

3 e e T T, 14, THIS PLAN SHALL NOT BE CONSIDERED ALL INCLUSIVE, AS THE GENERAL CONTRACTOR SHALL TAKE ALL
‘\ e NECESSARY PRECAUTIONS TO PREVENT SEDIMENT FROM LEAVING THE SITE.
1 15. CONSTRUCTION VEHICLES SHALL UTILIZE THE STABIUZED CONSTRUCTION ENTRANCE TO THE EXTENT POSSIBLE
z o —— / / / THROUGHOUT CONSTRUCTION.
o — 16. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE TO TAKE WHATEVER MEANS NECESSARY TO ESTABLISH
8 P PERMANENT SOIL STABILIZATION.
v oeer s 17. SEDMENT SHALL BE REMOVED FROM ALL SEDIMENT BASINS BEFORE THEY ARE 25% FULL
TheE Fou / " 18. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH PROJECT SPECIFICATIONS.
GRAVEL Dt ) 19. ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED, IF DEEMED NECESSARY BY
(SEE #OEJML) P 3 SINGLE STORY WOODEN STRUGTURE % ON-SITE INSPECTION BY ENGINEER AND/OR REGULATORY OFFICIALS.
DRIP EDGE IS 7 FINISH FLOOR s (BENCHMARK) /{ 20. SEE ALSO EROSION AND SEDIMENT CONTROL SPECIFICATIONS ON SHEET EI.
/ =
s ¢ APPROVED GRANDFATHERED 21, AREA OF DISTURBANCE = 17,300 SF.
2, ADDITION (5,000 S.F.)
N (UNoER oousmucw)

TO BUILDING

(SEE DETAIL) T e

BOTIOW OF  peoposen 5,000 SF.
DRE. ENGE_ 15 COLD STORAGE
ABOVE SHWT  yupeioUSE BUILDING ™ -

F.F = 2007

ROPOSED
OBSERVATION
WELL

GRAPHIC SCALE

TER STANDARD\dwg\JB-LAYOUTS. dwg

(=3

: \CADD\MA

0 o 0 20 w 8
( N FEET )
Linch = 20 1t TOTAL LOT AREA
87,207 SQ.FT. +
2.00 ACRES +
: R REVISED PER ENGINEERING COMMENTS B J Gostaned and Produced n it Pl Naie: GRADING AND DRAINAGE PLAN orawate
Drawing Namo: 20665 PLAN, Jones & Beach Engineers, Inc
THIS PLAN SHALL NOT BE MODIFIED WITHOUT WRITTEN 2|3z REVISED PER PLANNING BOARD COMMENTS DJM _ g ’ £ Project: VENTURE POWERSPORTS
PERMISSION FAOM JONES & BEACH ENGINEERS, INC. (JBE). 1| 2/21 ISSUED FOR REVIEW DJM = . - 3 i RIN
ANY ALTERATIONS, AUTHORIZED OR OTHERWISE, SHALL BE 0_| /2071 1SSUED CONGEPT TO GLIENT Dum ?},Pmm ave.  (Civil Engineering Services S 7 TOLEND HOASDO' Bﬁn GTON, NH
AT THE USER'S SOLE RISK AND WITHOUT LIABILITY TO JBE. REV. | DATE REVISION BY Stratham, NH 03885 E-MAIL: JEE@JONESANDBEACH.COM Owrierof Recosd: 17 DUDLEY ;ES«I‘QNB[})‘IEN‘?WOSD. NH 03833 BK 4855 PG 0723 JBE PROJECT NO, 20686.1
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UTILITY NOTES:
5 d 1. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR SHALL COORDINATE WITH THE ENGINEER,

i ARCHITECT AND, EDR OWNER, IN ORDER TO OBTAIN AND/OR PAY ALL THE NECESSARY LOCAL PERMITS,
- CONNECTION BONDS.

2. THE CONTRACTOR SHALL PROVIDE A MINIMUM NOTICE OF FOURTEEN (14) DAYS TO ALL CORPORATIONS,
COMPANIES AND/OR LOCAL AUTHORITIES OWNING OR HAVING A JURISDICTION OVER UTILITIES RUNNING
70, THROUGH OR ACROSS PROJECT AREAS PRIOR TO DEMOLITION AND/OR CONSTRUCTION ACTIVITIES.

i f 3. THE LOCATION, SIZE, DEPTH AND SPECIFICATIONS FOR CONSTRUCTION OF PROPOSED PRIVATE UTILITY
SERVICES SHALL BE TO THE STANDARDS AND REQUIREMENTS OF THE RESPECTIVE UTIUTY COMPANY
(ELECTRIC, TELEPHONE, CABLE TELEVISION, FIRE ALARM, GAS, WATER, AND SEWER).

4. A F'RECONSTR\JCTIW MEETING SHALL BE HELD WITH THE OWNER, ENGINEER, ARCHITECT, CONTRACTOR,
OFFICIALS, AND ALL PROJECT-RELATED UTILITY COMPANIES (PUBLIC AND PRIVATE) PRIOR TO
ETA.RT OF CONSTRUCTION.

v 5

///,
// |
erm

A
d i :

IGLE STORY WOODEN STR :
FINISH FLOOR = 2m7' (EIENDHMARK) A

GRANDFATHERED

APPROVED
ADDITION (5,000 S.F.)
(UNDER CONSTRUCTION)

ALL CONSTRUCTION SHALL CONFORM TO THE TOWN STANDARDS AND REGULATIONS, AND NHDES
STANDARDS AND SPECIFICATIONS, WHICHEVER ARE MORE STRINGENT, UNLESS OTHERWISE SPECIFIED.

ALL CONSTRUCTION ACTIVITIES SHALL CONFORM TO LABOR OCCUPATIONAL SAFETY AND HEALTH
ADMINISTRATION (OSHA) RULES AND REGULATIONS.

BUILDING TO BE SERVICED BY UNDERGROUND UTILITES UNLESS OTHERWISE NOTED.

AS—BUILT PLANS SHALL BE SUBMITTED TO DEPARTMENT OF PUBLIC WORKS.

NO_ADDITIONAL SEPTIC FLOW WILL RESULT FROM THIS CONSTRUCTION. THE EXISTING II.AGH FIELD IS

SIZED FOR I?‘B GPD FOR THE EXISTING BUILDING AND THE PREVIDUSLY APPROVED ADDITION.
REFERENCE NHDES SUBSURFACE APPROVAL §158476. THE NEW COLD STORAGE BUILDING DOES NOT

HAVE SEWAK REQUIREMENTS.

DIMENSIONS ARE SHOWN TO CENTERUNE OF PIPE OR FITTING.

3:27:29 PM EDT

3/12/2015

—LAYQUTS.dwg

\MASTER STANDARD\dwg\JB

NCADD

e

11. CONTRACTOR TO FURNISH SHOP DRAWINGS FOR UTILITY RELATED ITEMS TO ENSURE CONFORMANCE

I WF 13 T —— WITH THE PLANS AND SPECIFICATIONS. SHOP DRAWINGS SHOULD BE SENT IN TRIPUCATE TO THE

= DESIGN ENGINEER FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION.

1 12. EXISTING UTILIMES SHALL BE DIGSAFED BEFORE CONSTRUCTION.

t 13. LUGHTING CONDUIT SHALL BE SCHEDULE 40 PVC, AND SHALL BE INSTALLED IN CONFORMANCE WITH

1 THE NATIONAL ELECTRIC CODE. CONTRACTOR SHALL PROVIDE EXCAVATION AND BACKFILL.

: PROPOSED 5,000 SF. J _ o 14. ALL TRENCHING, PIPE LAYING, AND BACKFILLING SHALL BE IN ACCORDANCE WTH FEDERAL OSHA

| P4 WARBIDUSE Sl BING | o e AN REGLUARONS:

i | BUILDING ADDITION ID PUMP TANK APPROXIMATE

[ e QUREUENRTS FOR | OETNeD RSTALLED PROPANE

: THIS BUILDING) ' TANK ANE |
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GRAPHIC SCALE
( IN FEET )
1 inch = 2 n
TOTAL LOT AREA
87,207 SQ. FT. =
2.00 ACRES
_ Designed and Produced in NH . DRAWING No.
1 Y N A REVISED PER ENGINEERING COMMENTS DIM J . Plan Name: UTILITY PLAN
Draving Nemo: 2056 PLAN dwg a Jones & Beach Engineers, Inc
TS PLAN SHALL NOT BE MODIFIED WITHOUT WAITTEN = 2 | a2 REVISED PER PLANNING BOARD COMMENTS DJM g ’ . Project: VENTURE POWERSPORTS
PERMISSION FROM JONES & BEACH ENGINEERS, INC. (JBE). il I B ISSUED FOR REVIEW DJM W . . : pe * 7 TOLEND ROAD, BARRINGTON, NH
ANY ALTERATIONS, AUTHORIZED OR OTHERWISE, SHALL BE o~ [ 0| 1o ISSUED CONGEPT TO CLIENT DM i':‘bﬁ"fi’?""‘ ave. (ivil Engineering Services O g i PEF AND SON, LLC '
: . ' SHEET 8 OF 12
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CONSTRUCTION)
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Calvin Wall

Construction

Lamp

Diffuser

Features

» Proviges excelient coverage and undonmity with cut-off

« Practical and aesthelic oplions for applcation and design fiexitaiity

» Weatherprool construction 1o withstand the elements

» Qushty componerts comined with Ihe meost current lechnology for high
efficiency and reguced lighting costs

Optian

saumd ratrg

Applications

High grade spun alumnum, brushed sobd copper, or brushed 316L staniess des!
1efiecior, wih stainless. steal mounting hardware, for mdoor and outsont Applications.

Operates with Ciee™ LED (18W max ), compact
halide (1D0W max). o incandescent (1500 max ), Spocty 3000K, 3500K or 4000K.
CCT for LED syslerrs. A dimmable, scievelype, 17W LED lamp s aiza avalable
(PAR 38, E26 base, 120V, 4000K CCT).

hiote: LED systams are available weh 120-277V supply voliage oniy

LED modules da rol require & sackel, and are wired drecty 18 he integial driver,
incandescent and metal halide systems, and those using the 17V LED FAR 38 lamp,
use a medium base sockel (E26)

Giobe: ciear and prsmaic, elongated, glass giobes are avarkable

Lens the clear, fial lens provides siight difusion, and protecis any components
localad kn the reflactor
Note: G3 is used with 100IN, 32CF, and 15LED max

Orly prismatic globes are compatitle with LED systerms.
Glabes are rol avalable with the 17WLED PAR 38 lamps

Wive Quard. a steel. chrome-plated wire guard 1 avalable tor lamp proieclion against
lght projectles, wikide, and serves. a8 a vandal determent

Ballast/LED Drivar

Baklasts are efficiant watn & high power facior greater than 00%, and quet wih an "A°

fsorescert (42W max), metal

The LED sourcs is

povee.
———  Balast and LED drvers are electronc, and available for misgral and remote

mourting. indoor o1 uldoor.

The Calvin wall-mount luminaire is ideal for lumenating aieas where locaized
distribution is necessary, such as doorways and entrances, laneways, patios
and could provide acequale night bme secunty lighting. It lence Eself 1o
commercial, and indusirial applications that could benef from matanals and
mainlenance cos! recuctans Calvin could erher augment the exsting lighting.
o1 tuminate a small to medium sized area

Calvin is as0 available as a pendant-style model

ad electrone driver

@-2-C€ IP23

comsnent

Custom

k.l
@@mm) - ar (pav m;

=v."-

\ “u‘.‘i j

TMS Lightng can custormize this and many of cul ancord falurea msmmam larp types,
and MMMGNWNMNMIWCHWU‘WMWM focal

Bpeciioaions ik 3uSfect [0 Chenps WK halice

THS Lighting Inc.
24TA Summarina Ricad,
Brampicn, Ortas,
Canada LGT 4€1

Wab Bite: nighing com

LY
§ S

Narth America;  (805) 7931174
Toll4ra: (B68) TO3 1174
Fax: (©05) TERHTS

UK B Europs: 441474250454

4 F
5
O:D
é LIGHTING AND ELECTRICAL NOTES:
a. 1. SITE ELECTRICAL CONTRACTOR SHALL COORDINATE LOCATION OF
uld; S s v = o EASEUENTS, UNOERGROUND UTITIES AND DRAWAGE BEFORE. DRILLING POLE
%o 2 LIGHTNG CONDUT SHALL BE SCHEDULE 40 PVC. AND SHALL BE INSTALLED
. 5 FORMANCE WITH THE NATIONAL ELECTRICAL CODE. CONTRACTOR
%o %o SHALL PROVIDE. EXCAVATION AND BACKFILL
4 3. ILLUMINATION READINGS SHOWN ARE BASED ON A TOTAL LLF OF 0.75 AT
GRADE. ILLUMINATION READINGS SHOWN ARE IN UNITS OF FOOT-CANDLES.
4 LGHTING CALCULATIONS SHOWN ARE NOT A SUBSTITUTE FOR INDEPENDENT
ENGINEERING ANALYS'S OF LIGHTING SYSTEM AND SAFETY.
5. ALL LIGHTING PIXTURES SHALL BE FULL CUT—OFF DARK-SKY COMPLIANT,
UNLESS OTHERWSE NOTED.
Luminaire Schedule 6. THE PROPOSED LIGHTING CALCULATIONS AND DESIGN WAS PERFORMED BY
Symbol oty Label Arrangement | Description SHEBY. ALL UG TS SHOULD. BE. PURGHASED, FROM. TS %E?p'l’u"?‘o“f"
oNE OF R SUPPLIERS. OR AN EGUAL LIGTNG DESGN SHOULD
TOTAL LOT AREA ( IN FEET ) —& 3 Wl SINGLE 2W-0-19LED-40K-XXX-WM-XXX S EuTTeD PR REVIEW IF EQUAL SUBSTITUMGNS ARE PROOSED BY THE
g7 e 1 inch = 20 ft CONTRACTOR OR OWNER.
87,207 SQ. FT. =
2.00 ACRES *
min'.mc [ Draft_Dom [ Date: 10/30/20
it Dasigned and Produced in NH N DRAWING No.
JAC | Soale: o= | Project No.: 20656.1 | L AEVISED PER ENGINEERING COMMERTS B J Flan Heme LIGHTING PLAN
Dr!wlns Name: 20656-P
THIS PLAN SHALL NOT BE MODIFIED WITHOUT WRITTEN 2 |3hi/ REVISED PER PLANNING BOARD COMMENTS DJM JODE s & Beach Englne €rs, Inc. Project: VENTURE POWERSPORTS
PERMISSION FROM JONES & BEACH ENGINEERS, INC. (JBE). 1| am/et ISSUED FOR REVIEW DJM T E : ; 7 TOLEND ROAD, BARRINGTON, NH
ANY ALTERATIONS, AUTHORIZED OR OTHERWISE, SHALL BE o | 1/20/21 ISSUED CONCEPT TO CLIENT DJM BPSOW ave.  (juil Eﬂgl?’wemﬂg Services FAX: gxﬁg PEH AND SO’N LLC : SHEET 7OF 12
AT THE USER'S SOLE RISK AND WITHOUT LIABILITY TO JBE. REV. | DATE REVISION BY Stretham, NH 03885 E-MAIL: JEE@JONESANDBEACH.COM Qe o Ascord: 17 DUDLEY ROAD, BRENTWOOD, NH 03833  BK 4855 PG 0728 JBE PROJECT NO. 20656.1
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LANDSCAPE NOTES:

TD STARTING WORK.

COMPLETE THE PLANTINGS SHOWN ON THE DRAWINGS.

ASSOCIATION OF NURSERYMEN.
4. ALL PLANT SUBSTITUTIONS MUST BE APPROVED.

5. ALL PLANT MATERIALS SHALL BE EXACILY AS SPECIFIED.

1. CONTRACTOR SHALL LOCATE AND VERIFY THE EXISTENCE OF ALL UTILITIES PRIOR
2. THE CONTRACTOR SHALL SUPPLY ALL PLANT MATERIALS IN QUANTITIES SUFFICIENT TO

3. ALL MATERIAL SHALL CONFORM TO THE GUIDELINES ESTABLISHED BY THE CURRENT
AMERICAN STANDARD FOR NURSERY STOCK PUBLISHED BY THE AMERICAN
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APPROVED GRANDFATHERED
ADDITION (5,000 S.F.)
(UNDER CONSTRUCTION)

SINGLE STORY WOODEN STRUCTURE
FINISH FLOOR = .54!%007 (BENCHMARK)

PROPOSED 5,000 S.F.
STORA(

COoLD \GE
WAREHOUSE BUILDING

BALSAM FIR
(Tve.)

BLUE SPRUCE
(TP

ALTERNATE BALSAM FIR AND
BLUE SPRUCE ALONG SIDE
AND REAR OF BUILDING

TR 0 BE 1

BUILDING, 15 OC (TYP)

GRAPHIC SCALE

( IN FEET )
1 inch = 20 1L

PLANT BACKFILL
MIXTURE TAMP FIRM
SOIL MIXTURE BY FOOT
WITHOUT DAMAGING
ROOT BALL

UNTIE AND CUT AWAY
BURLAP FROM 1/3 OF ROOT
BALL (Mw) IF smmznc
WRAP IS

GOM'F'LETELY

HOLE — THREE TIMES ROOTBALL DIAMETER
WTH SLOPED SIDES

EVERGREEN PLANTING

1/2 INCH DIAMETER BLACK
REINFORCED RUBBER HOSE

THREE STRANDS OF §10
GAUGE TWISTED
GALVANIZED STEEL WIRE

TRUNK FLARE SHALL BE SET

2" ABOVE THE ESTABLISHED
FINISHED GR.

3" PINE BARK MULCH
WEED FABRI

ON
C. DO NOT PLACE

MULCH WITHIN 3" OF TRUNK

2" x 2° HARDWOOD STAKE OR
DEADMAN (3 STAKES PER TREE)
TIGHTEN AS SHOWN

FORM SAUCER

— SIT ROOT BALL
DIRECTLY ON
UNDISTURBED SOIL

EXISTING OR
COMPACTED SUBGRADE

MAY BE DEEMED UNACCEPTABI

6. PLANTS SHALL BE SUBJECT TO INSPECTION AND APPROVAL AT THE PLACE OF
GROWTH, UPON DELIVERY OR AT THE JOB SITE WHILE WORK IS ON-GOING FOR
CONFORMITY TO SPECIFIED QUALITY, SIZE AND VARIETY.

7. PLANTS FURNISHED IN CONTAINERS SHALL HAVE THE ROOTS WELL ESTABLISHED IN
THE SOIL MASS AND SHALL HAVE AT LEAST ONE (1) GROWING SEASON.
ROOT—BOUND PLANTS OR INADEQUATELY SIZED CONTAINERS TO SUPPORT THE PLANT

LE.

8. NO PLANT SHALL BE PUT IN THE GROUND BEFORE GRADING HAS BEEN FINISHED.
9. ALL WORK AND PLANTS SHALL BE DONE, INSTALLED AND DETAILED IN STRICT

ACCORDANCE WITH PROJECT SPECIFICATIONS.

10. ALL PLANTS SHALL BE WATERED THOROUGHLY TWICE DURING THE FIRST 24—HOUR
PERIOD AFTER PLANTING. ALL PLANTS SHALL BE WATERED WEEKLY, OR MORE OFTEN
SEASON.

IF NECESSARY, DURING THE FIRST GROWING

. ALLTHEESMSHRUHSSHAU.EEFLANTEUINHULDHBEDSWITHEDESTHJPSTO

SEPARATE TURF GRASS

12. ALL LANDSCAPING SHALL MEET THE TOWN STANDARDS AND REGULATIONS.

13. EXISTNG TREES TO REMAIN SHALL BE PROTECTED WITH TEMPORARY SNOW FENCING
AT THE DRIPLINE OF THE TREE. THE CONTRACTOR SHALL NOT STORE VE"JCLES OR

3 STING TREES,
5'|RUBS OR LAWN SHALL BE REPAIRED BY THE CONTRACTOR AT NO ADDITIONAL COST
E OWNER.

14, ALL MULCH AREAS SHALL RECEIVE A 3" LAYER OF SHREDDED PINE BARK MULCH
OVER A 10 MIL WEED MAT EQUAL TO 'WEEDBLOCK' BY EASY GARDENER OR DEWITT

WEED BARRIER.

15. ALL LANDSCAPED AREAS SHALL HAVE SELECT MATERIALS REM'O A DEPTH OF

AT LEAST 9" BELOW FINISH GRADE. THE RESULTIN
QUALLTY, SGREENED (OA

MINIMUM_OF 9

16. THIS ‘PLAN IS INTENDED: F DSCAPINGR
DRAHNGS FER DTHE SH A'ﬁ

OR DEADMAN

ROOT BALL
GUYWIRE N .

B'—12" COMPACTED
IUNSCREENED TOPSOIL
REQUIRED WHERE

[SUBGRADE MATERIALS

- SLOPE SOIL TO

EXISTING OR
COMPACTED
SUBGRADE

N

P
e

A
\g\ 2
77 )

=
‘}\;"

AN

HOLE — THREE TIMES ROOTBALL DIAMETER,

/

ION.

/2 INCH DIAMETER
BLACK REINFORCED
RUBBER HOSE (ABOVE
FIRST BRANCH)

THREE STRANDS OF #10
GAUGE TWISTED
GALVANIZED STEEL WIRE

"X2"X8' HARDWOOD
STAKE (3 STAKES PER
TREE) TIGHTEN AS
SHOWN

TREE SHALL BE SET
PLUMB, AFTER
SETTLEMENT

TRUNK FLARE SHALL BE
SET 2" ABOVE THE
ESTABLISHED FINISHED
GRADE. SIT ROOT BALL
DIRECTLY ON UNDISTURBED
soiL

3" PINE BARK

MULCH, DO NOT

PLACE MULCH WITHIN

3" OF TRUNK

SLOPE SOIL TO FORM

3" HIGH SAUCER.
l‘d

1‘%‘\ T BACK FILL MIXTURE]|
ZA{AND TAMP FIRM BY FOOT
™ LN THOUT DAMAGING ROOT
> [BALL
N
2

— UNTIE AND CUT
AWAY BURLAP FROM
1/3 OF ROOT BALL
(MIN); IF SYNTHETIC

WITH SLOPED SIDES

TREE PLANTING (FOR TREES UNDER 4" CALIPER)

WRAP IS USED,
REMOVE COMPLETELY

NOT TO SCALE
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DUMPSTER SLAB PLAN |

NOT TO SCALE

BUILDING MOUNTED SIGN WTH
ACCESSIBILITY SYMBOL AND ‘VAN
ACCESSIBLE' SIGN BELOW (TYP.)

CAP WITH LOCK:

{ I-INTERIOR
RAMP g §
w|g
| s
B8 = X
QE A
NATIONAL STANDARD . OBSERVATION WELL 5 2,
ACCESSIBILITY SYMBOL 4" PERFORATED PVC PIPE > ’,
PAINTED ON PAVEMENT. LOCATION PER SHEET C3 g 5
WHITE FIGURE ON BLUE S a
BACKGROUND 17207 (L
RO
PAVEMENT MAXIMUM 4" PAINTED STRIPING VAREES
SLOPE 2% IN ALL 1"-6" 0.C. AT 45' IN REB, SEE SHEET €3 | . °
DIRECTIONS. ————L FRONT OF RAMP (YELLOW ANCHOR ™
|_86" MIN. PER | 60" MIN. | 96° MIN. PER | REFLECTIVE) . . FILL BELOW DRIP EDGE
A.D.A. OR PER PER AD.A. AD.A. OR PER AMCCO 2016 GEOTEXTILE ON BOTTOM v » TO BE SIMILAR TO
LOCAL CODE AS SHOWN LOCAL CODE AND SIDES OF OPEN-GRADED BASE 12 NATIVE SOIL
HANDICAP PARKING LAYOUT DRIP EDGE INFILTRATION DETAIL
NOES NOT TO SCALE NOT TO SCALE
1. PREPARE SOIL BEFORE INSTALLING BLANKETS, INCLUDING ANY NECESSARY APPLICATION OF LIME, FERTILIZER, AND
SEED. NOTE: WHEN USING CFLL—O—SEED DO NOT SEED PREPARED AREA, CELL-O-SEED MUST BE INSTALLED
WITH PAPER SIDE DOWN. |
|
2. BEGIN AT THE TOP OF THE SLOPE BY ANCHORING THE BLANKET IN A 67 DEEP BY 6" WIDE TRENCH WITH
APPROXIMATELY 12° OF BLANKET EXTENDED BEYOND THE UP—SLOPE PORTION OF THE TRENCH. ANCHOR THE
BLANKET WITH A ROW OF STAPLES/STAKES APPROXIMATELY 12" APART IN THE BOTTOM OF THE TRENCH.
BACKFILL AND COMPACT THE TRENCH AFTER STAPLING. APPLY SEED TO COMPACTED SOIL AND FOLD REMAINING .
12" PORTION OF BLANKET BACK OVER SEED AND COMPACTED SOIL. SECURE BLANKET OVER COMPACTED SOIL % ( )
WITH A ROW OF STAPLES/STAKES SPACED APPROXIMATELY 12" APART ACROSS THE WIDTH OF THE BLANKET. 24" 36" == 4] IRI;{/JET- '
127 MIN.) 5
3. ROLL THE BLANKETS (A) DOWN OR (B) HORIZONTALLY ACROSS THE SLOPE. BLANKETS WILL UNROLL WTH I . | ¢ * (GALVANIZED) EXPANSION
APPROPRIATE SIDE AG“:M%‘ST THE SOl(L )SURFACE. ALL BLANKETS MUST BE SECURELY FASTENED TO SOIL EXCAVATION AND BACKFILL - CONCRETE WALK W/ JOINT SEALAlNT
SURFACE BY PLACING STAPLES/STAKES IN APPROPRIATE LOCATIONS AS|SHOWN IN THE STAPLE PATTERN GUIDE. PLASTIC MARKER IN_ACCORDANCE WITH UTILTY (WHEN REQ'D)
WHEN USING OPTIONAL DOT SYSTEMm. STAPLES/STAKES SHOULD BE PLACED THROUGH EACH OF THE COLORED TAPE ABOVE CABLES COMPANY STANDARDS 3% |
DOTS CORRESPONDING TO THE APPROPRIATE STAPLE PATTERN, [ P ———
| 4" CONCRETE
4, THE EDGES OF PARALLEL BLANKETS MUST BE STAPLED WITH APPROXIMATELY 2'-5" OVERLAP DEPENDING ON SIS 200 YAD o CATV CABLE POST SECTION
BLANKET TYPE. TO ENSURE PROPER SEAM ALIGNMENT, PLACE THE EDGE OF THE OVERLAPPING BLANKET (Pve-scH PARKING N.H.D.O.T. ITEM 3043
(Bmkg BEING INSTALLED ON TOP) EVEN WITH THE COLORED SEAM STITCH ON THE PREVIOUSLY INSTALLED ) 4* CRUSHED GRAVEL :
' | FIRE ALARM UNLY 5 @ s
5. CONSECUTVE BLANKETS SPLICED DOWN THE SLOPE MUST BE PLACED END OVER END (SHINGLE STYLE) WITH AN NHDOT. ITEM 3042 | .
APPROXIMATE 3" OVERLAP. STAPLE THROUGH OVERLAPPED AREA, APPROXIMATELY 12 APART ACROSS ENTIRE SIGN 8" BANK RUN
BLANKET WIDTH, NOTE: IN LOOSE SOL CONDITIONS, THE USE OF STAPLE OR STAKE LENGTHS GREATER THAN 6" GRAVEL MIN. :
MAY BE NECESSARY TO PROPERLY SECURE THE BLANKETS. o ° -
2-SPARE 47 PVC VAN COMPACTED SUBGRADE CONCRETE
PRIMARY POWER 5° SCH. BO PVC CABLE OR ROCK FILL S
NORTH AMERICAN GREEN 7,200 VAC. OTHER POWER, TELEPHONE CATV, NUT AND ACCESSIBELE 1/2" PREFORMED
14649 HIGHWAY 41 NORTH | ETC., CABLES ARE NO CLOSER THAN 127 _LOCK WASHER EXPANSION JOINT
5/16" MACHINE 1. CONCRETE TO BE 4000 PSI. LDG. FACE OF
EVANSVILLE, INDIANA 47725 SCREW OR BOLT 2. ﬁmﬂuc;zsm .nmngAgE;gl é'fnéﬁ‘g“ TO SIDEWALK WIDTH. ED DBJECT
1-800-772—2040 2 T
: MOUNTING BARTIAL ELEVATION 4. PROVIDE A 1/2° NON—-EXTRUDING EXPANSION JOINT AGAINST STRUCTURE
NOTE: ALL UTILTIES SHALL BE REVIEWED AND APPROVED BY APPROPRIATE UTILITY COMPANY. Ao I R Rt
EROSION CONTROL BLANKET SLOPE INSTALLATION
(North American Green) UTILITY TRENCH HANDICAP SIGN DETAILS CONCRETE WALKWAY
NOT TO SCALE NOT TO SCALE NOT TO SCALE NOT TO SCALE
[Deslgn: JAC | Draft: DIM Dals: 10/30/20 H Designed and Produced in NH DRAWING No.
‘Checked: JAC | Scale: AS NOTED| Project No.: 20656.1 Tl ~REVISED PER ENGINEERTNG GOMMENTS BIM Plan Name: DETAIL SHEE]—
Drawing Name: 20856-PLAN.dwg i
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_TEMPORARY EROSION CONTROL NOTES

SM. T PRACTICAL AREA OF LAND SHALL BE OSED AT ANY ONE TIME. AT NO TIME SHALL AN AREA N EXCESS OF 5
ACRES BE EXPOSED AT ANY ONE TIME BEFORE DISTURBED AREAS ARE STABILIZED.

2. EROSION, SEDIMENT AND DETENTION MEASURES SHALL BE INSTALLED AS SHOWN ON THE PLANS AND AT LOCATIONS AS
REQUIRED, DIRECTED BY THE ENGINEER.

3. ALL DISTURBED AREAS (INCLUDING POND AREAS BELOW THE FROPOSED WATERLINE) SHALL BE RETURNED TO PROPOSED GRADES

SEEDING SPECIFICATIONS
1

GRADING AND SHAPING
A. SLOPES SHALL NOT BE STEEPER THAN 2:1 WITHOUT APPROPRIATE EROSION CONTROL MEASURES AS
SPECIFIED ON THE PLANS (3:1 SLOPES OR FLATTER ARE PREFERRED).
B. WHERE MOWING WILL BE DONE, 3:1 SLOPES OR FLATTER ARE RECOMMENDED.

3:27:28 PM EDT

2/2015

3/

\CADD\MASTER STANDARD\dwg\JB—LAYOUTS.dwg

2. SEEDBED PREPARATION
AND ELEVATIONS. DISTURBED AREAS SHALL BE LOAMED WITH A MINIMUM OF 6" OF SCREENED ORGANIC LOAM AND SEEDED WITH
SEED MIXTURE 'C' AT A RATE NOT LESS THAN 1.10 POUNDS OF SEED PER 1000 SF. OF AREA (48 LBS. / ACRE) A i A= WATER SHOUD'BE GRANER. OR DIVERTED' FROM THE-SITE D! PREVENT. DROWAHG
——50" MINIMUM (75 WITHOUT MOUNTABLE BERM EXISTING
4. SILT FENCES AND OTHER BARRIERS SHALL BE INSPECTED EVERY SEVEN CALENDAR DAYS AND WITHIN 24 HOURS OF A RAINFALL B. STONES LARGER THAN 4 INCHES AND TRASH SHOULD BE REMOVED BECAUSE THEY INTERFERE WITH ( ) PAVEMENT
OF 0.5" OR GREATER. ALL DAMAGED AREAS SHALL BE REPAIRED, AND SEDIMENT DEFOSITS SHALL PERIODICALLY BE REMOVED SEEDING AND FUTURE MAINTENANCE OF THE AREA. WHERE FEASIELE, THE SOIL SHOULD BE TILLED TO A 3
AND DISPOSED OF. DEPTH OF ABOUT 4 INCHES TO FREPARE A SEEDBED AND FERTILIZER AND LIME MIXED INTO THE SOIL. THE
SEEDBED SHOULD BE LEFT IN A REASONABLY FIRM AND SMOOTH CONDITION, THE LAST TILLAGE OPERATION \_\ ~ ] )\
5. AFTER ALL DISTURBED AREAS HAVE BEEN STABILIZED, THE TEMPORARY EROSON CONTROL MEASURES SHALL BE RENOVED AND SHOULD BE PERFORMED ACROSS THE SLOPE WHEREVER PRACTICAL EXISTING GROUND 6" MIN. INTABLE
THE AREA DISTURBED BY THE REMOVAL SMOOTHED AND RE-VEGETATED. BERM (OPTIONAL)
& WOVEN GEOTEXTILE
6. AREAS MUST BE SEEDED AND MULCHED OR OTHERWISE PERMANENTLY STABILIZED WITHIN 3 DAYS OF FINAL GRADING, OR A LME AND FERTILZER SHOULD BE APPLIED PRIOR TO OR AT THE TME OF SEEDING AND INCORPORATED PROFILE
. FILTER FABRIC
TEMPORARILY STABILIZED WITHIN 14 DAYS OF THE INTIAL DISTURBANCE OF SOIL. ALL AREAS SHALL BE STABLIZED WITHI 45 10 THE S TYBES. MO, AMUNTS OF LAGE W) P e SHONED De Bro O At T OF T
SOIL TESTS. WHEN A SOIL TEST IS NOT AVAILABLE, THE FOLLOWING MINIMUM AMOUNTS SHOULD BE )
7. ALL PROPOSED VEGETATED AREAS THAT DO NOT EXHIBIT A MINIMUM OF 85 PERCENT VEGETATIVE GROWTH BY OCTOBER 15, OR APPLED: % I
mrcu ARE DISTURBED AFTER OCTOBER 15, SHALL BE STABILIZED BY SEEDING AND INSTALLING NORTH AMERICAN GREEN S75 AGRICULTURAL UMESTONE, 2 TONS PER ACRE OR 100 LBS. PER 1,000 SQ.FT. FTTIN N
0SION CONTROL BLANKETS (OR AN EQUIVALENT APPROVED IN WRITING BY THE ENGINEER) ON SLOPES GREATER THAN 3:1, AND NITROGEN(N), 50 LBS, PER ACRE OR 1.1 LBS. PER 1,000 SOFT. |=-50" MINIMUM|(75' WITHOUT MOUNTABLE BERM)
mu&gn&a‘gus 3,10 & JONS OF MULCH PER ACRE, SECURED WIH ANCHORED NETING, ELSEWHERE.  THE INSTALLATION PHOSPHATE(PZ05), 100 LBS. PER ACRE OR 2.2 LBS. PER 1,000 SO.FT. EXISTING
0L BLANK| OR ON (¥ GROUND 4 X il
AND SHALL BE COMPLETED IN ADVANCE OF THAW OR SPRING MELT EVENTS. POTASH(K20), 100 LBS. PER ACRE OR 2.2 LBS. PER 1,000 SQFT. ’ PAVEMENT
(NOTE: THIS IS THE EQUIVALENT OF 500 LBS. PER ACRE OF 10-20-20 FERTLIZER OR 1,000 LBS. PER LAN LA
B ALL DITCHES OR SWALES WHICH DO NOT EXHIBIT A MINIULM OF 85 PERCENT VEGETATVE GROWTH BY OCTOBER 15, OR WHICH ACRE OF 5-10-10.) T
el Mgl SIS, SHALL DS STADILIZED TEMPORARILY WIH: STUME. OR - EROSION: CONTROL BLANKETS B. SEED SHOULD BE SPREAD UNIFORMLY BY THE METHOD MOST APPROPRIATE FOR THE SITE. METHODS 2
INCLUDE BROADCASTING, DRILLING AND HYDROSEEDING. WHERE BROADCASTING IS USED, COVER SEED WITH NOTES: PLAN VIEW {
9. AFTER OCTOBER 15th, INCOMPLETE ROAD OR PARKING SURFACES, WHERE WORK HAS STOPPED FOR THE WINTER SEASON, SHALL -25 INCH OF SOIL OR LESS, BY CULTIPACKING OR RAKING.
BE PROTECTED WITH A MINIMUM OF 3" OF CRUSHED GRAVEL PER NHDOT ITEM 304.3. C. REFER 70 THE 'SEEDING GUIDE' AND 'SEEDING RATES' TABLES ON THIS SHEET FOR APPROPRIATE SEED 1. smns FOR_ STABILIZED CONSTRUCTION ENTRANCE SHALL BE 3 INCH STONE, RECLAIMED STONE, OR
MIXTURES AND RATES OF SEEDING. ALL LEGUMES (CROWNVETCH, BIRDSFOOT, TREFOIL AND FLATPEA) CYCLED concm:rz EQUIVALENT.
10. AN AREA SHALL BE CONSIDERED STABLE IF ONE OF THE FOLLOWING HAS OCCURRED: MUST BE INOCULATED WITH THEIR SPECIFIC INOCULANT PRIOR TO THEIR INTRODUCTION TO THE SITE. THE STABILIZED ENTRANCE SHALL NOT BE LESS THAN 50 FEET, 75' WITHOUT A
D. WHEN SEEDED AREAS ARE MULCHED, PLANTINGS MAY BE MADE FROM EARLY SPRING TO EARLY OCTOBER. nounmau: aaw AND EXCEPT FOR A SINGLE RESIDENTIAL LOT WHERE A 30 FOOT MINIMUM LENGTH
9. BASE COURSE GRAVELS HAVE BEEN INSTALLED IN AREAS TO BE PAVED; WHEN SEEDED AREAS ARE NOT MULCHED, PLANTINGS SHOULD BE MADE FROM EARLY SPRING TO MAY 20th R o T A
b. A MNIMUM OF B5X VEGETATED GROWTH HAS BEEN ESTABLISHED; Orv:FBOM- AUGUST. Ath: 30, SERTEMBER. Tat. 4 THE WDTH OF THE ENTRANCE SHALL NOT EE LESS TWAN THE FULL WDTH OF THE ENTRANCE WHERE
INGRESS OR EGRESS OCCURS, OR 10 FEET, WHICHEVER IS GREA
c. A MINIMUM OF 3" OF NON-EROSIVE MATERIAL SUCH STONE OR RIPRAP HAS BEEN INSTALLED; OR 4. MuLCH 5. GEQTEXTILE FIL' E PLACED OVER THE Enms AREA PRIOR TO PLACING THE STONE.
A. HAY, STRAW, OR OTHER MULCH, WHEN NEEDED, SHOULD BE APPLIED IMMEDIATELY AFTER SEEDING, FILTER FABRIC |5 NOT quumeu FOR A SINGLE FAMILY RESIDEN'HA.L LOT.
d. EROSION CONTROL BLANKETS HAVE BEEN PROPERLY INSTALLED, B. MULCH WILL BE HELD IN PLACE USING APPROPRIATE TECHNIQUES FROM THE BEST MANAGEMENT PRACTICE 6. ALL SURFACE WATER THAT IS FLOWING TO OR DIVERTED TOWARD THE CONSTRUCTION ENTRANCE SHALL BE
FOR MULCHING, HAY OR STRAW MULCH SHALL BE PLACED AT A RATE OF 90 LBS PER 1000 S.F. APED BENEATH. THE ENTRANCE. IF PIEING oy IMPRACTICAL, A STONE BERM WITH 5:1 SLOPES THAT CAN BE
11, FUGTIVE DUST CONTROL IS REQUIRED TO BE CONTROLLED IN ACCORDANCE WITH ENV-A 1000, AND THE PROJECT IS TO MEET CROSSED BY VEHICLES MAY STITUTED FOR THE PIPE.
THE REQUIREMENTS AND INTENT OF RSA 430:53 AND AGR 3800 RELATIVE TO INVASIVE SPECIES. 5. MAINTENANCE TO ESTABLISH A STAND. 7. SR ENTRANGE SHALL Bt WAINTANED 1N A CONDION THAT wiLL FREVENT TRACKING OR FLOWNG OF
’ SEDINENT ONTO THE PUBLIC RIGHT-OFWAY. THIS MAY REQUIRE PERICDIC SSING WITH ADDITIONAL
A ELAIEDARERS: BHOULD B PRDTECEDY FROM:DAACE: BV FIRE., SRATHG, ‘TRAFFIC, 1AD. DENSE: WEET AS CONDITONS DEMAND_ AND REPAIR AND/GR CLEAN OUT OF ANY MEASURES USED TO TRAP.
B. FERTIUZATION NEEDS SHOULD BE DETERMINED BY ONSITE INSPECTIONS. SUPPLEMENTAL FERTILIZER IS ﬁgg,,ﬁg,ﬁ;“ﬂ“ HPILLED: NOASHEL) - (1 TRACKED O THE P”B"’c i 2 S
USUALLY THE KEY TO FULLY COMPLETE THE ESTABLISHMENT OF THE STAND BECAUSE MOST PERENNIALS
TAKE 2 TO 3 YEARS TO BECOME FULLY ESTABLISHED. STABILIZED CONS'FRLICTION ENTRm -! n\
C. IN WATERWAYS, CHANNELS, OR SWALES WHERE UNIFORM FLOW CONDITIONS ARE ANTICIPATED, ANNUAL
MOWNG MAY BE NECESSARY TO CONTROL GROWTH OF WOODY VEGETATION. NOT TO SCALE i;g;’
[ I\
MODERATELY n A9
SEEDING WELL WELL POORLY ’ | /
use MIXTURE 1/ DROUGHTY DRAINED DRAINED DRAINED
STEEP CUTS AND A FAIR 600D 600D FAIR
FILLS, BORROW B POOR GO0D FAR FAR 3
::’g gISPOSAL c POOR GooD EXCELLENT GOOD 1
A | . 5
0 FAIR EXCELLENT  EXCELLENT POOR RH‘ ﬂ" Qg ] [\ 4n
,!5 Uol-
WATERWAYS, EMERGENCY A GOOD GoOD GoOD FAR L iNLs W
SPILLWAYS, AND OTHER  C 00D EXCELLENT  EXCELLENT  FAR w
CHANNELS WITH PRIOR TO THE START OF ANY ACTIVITY, IT IS THE RESPONSIBILITY OF THE SITE'S SITE DEVELOPER (OR OWNER) TO FILE A NOTICE OF
FLOWING WATER. INTENT (NOI) FORM WITH THE ENVIRONMENTAL PROTECTION AGENCY (EPA) IN ORDER TO GAN COVERAGE UNDER THE NPDES GENERAL
IT FOR STORM WATER DISCHARGES FROM CONSTRUCTION ACTIVITIES. A PRE CONSTRUCTION MEETING IS TO BE HELD WITH ALL
LIGHTLY USED PARKING A 600D 600D FAR DEPARTMENT HEADS PRIOR TO THE START OF CONSTRUCTION.
LOTS, 00D AREAS, B GOOD 600D FAR POOR
UNUSED LANDS, AND c Goob EXCELLENT  EXCELLENT FAR 2. WETLAND BOUNDARIES ARE TO BE CLEARLY MARKED PRIOR TO THE START OF CONSTRUCTION. AT LEAST A TEMPORARY CULVERT OR
LOW INTENSITY USE ROADBED TO BE IN PLACE PRIOR TO THE START OF CONSTRUCTION.
RECREATION SITES.
3. CUT AND REMOVE TREES IN CONSTRUCTION AREA AS REQUIRED OR DIRECTED.
PLAY AREAS AND E FAIR EXCELLENT  EXCELLENT %2
ATHLETIC FIELDS, F FAIR EXCELLENT  EXCELLENT 2 4. INSTALL SILT FENCING, HAY BALES AND CONSTRUCTION ENTRANCES PRIOR TO THE START OF CONSTRUCTION. THESE ARE TO BE
'(_‘mpsgédsmzs%wn MAINTAINED UNTIL THE FINAL PAVEMENT SURFACING AND LANDSCAPING AREAS ARE ESTABLISHED.
OR R
5. CLEAR, CUT, GRUB_AND DISPOSE OF DEBRIS IN APPROVED FACILITIES. THIS INCLUDES ANY REQUIRED DEMOLITION OF EXISTING
maw& %NH—PM—Z‘ IN APPENDIX FOR RECOMMENDATION REGARDING RECLAMATION OF SAND STRUCTURE UTILITIES, ETC.
o CONSTRUCT AND/OR INSTALL TEMFORARY SEDIMENT AND/OR DETENTION BASIN(S) AS REQUIRED. THESE FACAITIES SHALL BE
REFER TO SEEDING MIXTURES AND RATES IN TABLE BELOW. ALLED o
POORLY DRAINED SOILS ARE NOT DESIRABLE FOR USE AS PLAYING AREA AND ATHLETIC FIELDS. INGY AND-STARLIZED Fratke: FO- DIRECTING-RUIc.-DEF= Tdx T

7. STRIP LOAM AND PAVEMENT, OR RECLAIM EXISTING PAVEMENT WITHIN LIMITS OF WORK PER THE RECOMMENDATIONS OF THE PROJECT
ENGINEER AND STOCKPILE EXCESS MATERIAL. STABILIZE STOCKPILE AS NECESSARY.

NOTE: TEMPORARY SEED MIX FOR STABILIZATION OF TURF SHALL BE WINTER RYE OR OATS AT A RA?E OF
2.5 LBS. PER 1000 S.F. AND SHALL BE PLACED PRIOR TO OCTOBER 15th, IF PERMANENT SEEDING

éggﬁsargc?ozmmm‘a? i o YET COMPLETE. 8. PERFORM PRELIMINARY SITE GRADING IN ACCORDANCE WITH THE PLANS.
XIMUM RECOMMENDED
UIST;'TREBFIDUZ?SE?UEIEE { UNCONTROLLED SLOPE LENGTH SEEDING GUIDE PREPARE BUILDING PAD(S) TO ENABLE BUILDING CONSTRUCTION TO BEGIN.
s DISTURBED AREA
PROPEXCBLT oy SMENT T T 10. INSTALL THE SEWER AND DRAINAGE SYSTEMS FIRST, THEN ANY DTHER UTILITIES IN ACCORDANCE WITH THE PLAN AND DETALLS. ANY
CONTROL FABRIC OR A s e CONFLICTS BETWEEN UTILITIES ARE TO BE RESOLVED WITH THE INVOLVEMENT AND APPROVAL OF THE ENGINEER.
APPROVED EQUAL
A TALL FESCUE s wis 11. AL SWALES AND DRAINAGE STRUGTURES ARE TO BE CONSTRUCTED AND STABILIZED PRIOR TO HAVING RUN—OFF DIRECTED TO THEM.
CREEPING RED FESCUE 20 0.45 12. DALY, OR AS REQUIRED, CONSTRUCT TEMPORARY BERMS, DRAINAGE DITCHES, CHECK DAMS, SEDIMENT TRAPS, ETC., TO PREVENT
REIE - 203 EROSION ON THE SITE AND PREVENT ANY SILTATION OF ABUTTING WATERS AND/OR PROPERTY.
5 1A fese i 38 13. PERFORM FINAL FINE GRADING, INCLUDING PLACEMENT OF 'SELECT' SUBGRADE MATERIALS.
i CREEPIN FESCUE 10 ‘
p— T ESTING GRADE CHCEPNG Red 1 oz 14, PAVE ALL PARKING LOTS AND ROADWAYS WITH INITIAL 'BASE COURSE'.
POST . ~— FENGING IS TO RUN WM THE oR 15. PERFORM ALL REMAINING SITE CONSTRUCTION (Le. BUILDING, UTILTY CONNECTIONS, ETC.).
16" POST DEPTH (MIN) [ Y— CONTOURS ACROSS A SLOPE FLAT PEA 3 :
e FLARE ENDS UPHILL TO PROVIDE TOTA I 16. LOAM AND SEED ALL DISTURBED AREAS AND INSTALL ANY REQUIRED SEDIMENT AND EROSION CONTROL FACIUTIES (Le. RIP RAP,
CONSTRUCTION SPECIFICATIONS:. TRAPPING CAPABILITY AND SEDIMENT e = 0‘5 EROSION CONTROL BLANKETS, ETC.),
1. WOVEN FABRIC FENCE TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES OR STAPLES, STORAGE AREA * CREEPING RED FESCUE 20 0.45 ——
FRTER CLOTH i BE TASTEED 10/ MOUEN e EuERy 4 AT Tob. MRl ANG, DTTTON, MY 7. SILT FENCES SHALL BE REMOVED WHEN NO LONGER NEEDED AND THE SEDIMENT COLLECTED SHALL BE BEDS FOOT-TREFOR. - 020 17 SPROES FAVNG AL, ROADMAYS: AND)| PARHING AREAS WITH ERASH” COURSE,
g:‘s;OmEDAngiRREMﬁ‘PITEEHE ENGRIEER., 'THE-AREA- DISTURBED BY THE: JEEMOVAL SHALL BE = 18. ALL ROADWAYS AND PARKING LOTS SHALL BE STABILUZED WITHIN 72 HOURS OF ACHIEVING FINISHED GRADE.
2 TN OF a6 INTS TE caonD, 1 OF 457 LONG, SPACED A WAXMUM 10" APART. AND DRIVEN A B TA L TESE . 18, ALL CUT AND FILL SLOPES SHALL BE SEEDED/LOAMED WTHIN 72 HOURS OF ACHIEVING FINISHED GRADE.
3. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN FACH OTHER, THE ENDS OF THE FABRIC SHALL BE MAINTENANCE:. T %0 20 COWFAET:: PERMANENT, SEEDING. AHD LANUSCARING.
OVERLAPPED 6", FOLDED AND STAPLED TO PREVENT SEDIMENT FROM BY-PASSING. 1. SILT FENCES SHALL BE INSPECTED IMMEDIATELY AFTER EACH RAINFALL AND AT LEAST DALY DURING E. CREEPING RED FESCUE 50 S P TP ORAR ERoN SONTHEL. TR A EEhinG ARSI G e e B A
PROLONGED RAINFALL. ANY REPARS THAT ARE REQUIRED SHALL BE DONE IMMEDIATELY. KENTUCKY BLUEGRASS 50 ' = REAS.
4 MAINTENANCE SHALL BE PERFORMED AS NEEDED AND SEDIMENT REMOVED AND PROPERLY DISPOSED OF TOTAL 100 WPROVENENTES: ARE. COMPLETE. SMOOTH: AL RE-VEGETATE: ALL INSTURBED N
WHEN IT IS 6" DEEP OR VISIBLE 'BULGES' DEVELOP IN THE SILT FENCE. 2. |F THE FABRIC ON A SLT FENCE SHOULD DECOMPOSE O GECOUE INEFFECTIVE DURNG THE EXPECTED o T
IC SHALL LACED PROMPTL F. TALL FESCUE 1 150 34 . .
P FLAGE THE SN0, OF: HE SIER AR CONTOURE 10 FROVIDELFOR. SCERIENT STORASE 3. SEDIMENT DEPOSITS SHOULD BE INSPECTED AFTER EVERY STORM EVENT. THE DEPOSITS SHOULD BE 1/ FOR HEAVY USE ATHLETIC FIELDS CONSULT THE UNIVERSITY OF 2% DETALL AL ANTRO PAVMENT WARKINGS D SIGNAGE. BER THE [FLANG MO D TAL5:
6. SILT FENCE SHALL REMAIN IN PLACE FOR 24 MONTHS. REMOVED WHEN THEY REACH APPROXIMATELY ONE HALF THE HEIGHT OF THE BARRIER. NEWHJEINM;PSH\RE COOPERATIVE EXTENSION TURF SPECIALIST FOR 24, ALL EROSION CONTROLS SHALL BE INSPECTED WEEKLY AND AFTER EVERY HALF—INCH OF RAINFALL.
CURRENT VARIETIES AND SEEDING RATES.
4. SEDIMENT DEPOSITS THAT ARE REMOVED, OR LEFT IN PLACE AFTER THE FABRIC HAS BEEN REMOVED,
SILT FENGE Eing bt R e A RS e 5 o T CORTIUCTN, [ & 1 [T o T SOVIUCTO T KO AN AN PTG
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